EX690/WHXX

1K Acrylic WB Top Coat for Exterior - White

SKU: EX690/WHxx | Categories: Doors, Exterior Doors & Shutters, Water-based Coatings for Exterior
Use | Tags: Dipping Application, Hiding power, Weather resistance



https://sylac.gr/product-category/products-by-application/doors/
https://sylac.gr/product-category/products-by-application/exterior-doors-shutters/
https://sylac.gr/product-category/water-based-coatings-for-exterior-use/
https://sylac.gr/product-category/water-based-coatings-for-exterior-use/
https://sylac.gr/product-tag/dipping-application/
https://sylac.gr/product-tag/hiding-power/
https://sylac.gr/product-tag/weather-resistance/

PRODUCT DESCRIPTION

1K Acrylic WB Top Coat for Exterior - White
Sylaqua EX Lacquer is a one component acrylic water borne white top coat for exterior wooden surfaces.

The coating offers superior resistance to weathering due to its unique composition & UV filters, offering
increased protection to the wooden surface.

High block resistance enabling quick stacking, high hiding power, suitable for dipping applications.

Available in 30 and 50 Gloss.



Gloss level
Basecoat/Topcoat
Indoor/Outdoor

Type of chemistry

No of components
Solvent / Water Based
Colour

Application Area
Application method
Finishing effects

Properties
Specifications

Adhesion material

Regulation compliance

ADDITIONAL INFORMATION

30 - Semi Matt, 50 - Medium Gloss

Topcoat

Outdoor

Acrylic 1K - WB

1K
Water Borne
White

Doors, Exterior Doors & Shutters

Airless Spray gun, Dipping, Horizontal, Spray gun, Vertical
Closed pore, Silk Matt

Block resistance, Non Yellowing, UV filters, Weathering resistance

Electrostatic, Fast Drying, High adhesion, High solids, High
Viscosity

Adhesion to glass, Adhesion to Melamine

Safe to use on Children's toys (EN 71-3)



https://sylac.gr/gloss-level/30-semi-matt/
https://sylac.gr/gloss-level/50-medium-gloss/
https://sylac.gr/basecoat-topcoat/topcoat/
https://sylac.gr/indoor-outdoor/outdoor/
https://sylac.gr/type-of-chemistry/acrylic-1k-wb/
https://sylac.gr/no-of-components/1k/
https://sylac.gr/solvent-water-based/water-borne/
https://sylac.gr/colour/white/
https://sylac.gr/application-area/doors/
https://sylac.gr/application-area/exterior-doors-shutters/
https://sylac.gr/application-property/airless-spray-gun/
https://sylac.gr/application-property/dipping/
https://sylac.gr/application-property/horizontal/
https://sylac.gr/application-property/spray-gun/
https://sylac.gr/application-property/vertical/
https://sylac.gr/finishing-effects/closed-pore/
https://sylac.gr/finishing-effects/silk-matt/
https://sylac.gr/properties/block-resistance/
https://sylac.gr/properties/non-yellowing/
https://sylac.gr/properties/uv-filters/
https://sylac.gr/properties/weathering-resistance/
https://sylac.gr/specifications/electrostatic/
https://sylac.gr/specifications/fast-drying/
https://sylac.gr/specifications/high-adhesion/
https://sylac.gr/specifications/high-solids/
https://sylac.gr/specifications/high-viscosity/
https://sylac.gr/specifications/high-viscosity/
https://sylac.gr/adhesion-material/adhesion-to-glass/
https://sylac.gr/adhesion-material/adhesion-to-melamine/
https://sylac.gr/regulation-compliance/safe-to-use-on-childrens-toys-en-71-3/







