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https://sylac.gr/product-category/products-by-chemistry/water-based-coatings-for-interior-use/
https://sylac.gr/product-category/products-by-application/wooden-flooring/
https://sylac.gr/product-tag/adhesion/
https://sylac.gr/product-tag/crisp-sanding/
https://sylac.gr/product-tag/crisp-sanding/
https://sylac.gr/product-tag/mechanical-resistance/
https://sylac.gr/product-tag/wood-wetting/


PRODUCT DESCRIPTION

1K Acrylic WB Basecoat

Sylaqua P280 Series is 1K acrylic water borne basecoat for parquet surfaces.

The high solid content provides excellent filling of the wood pore, while highlighting the wood grain with
increased wood wetting (anfeuerung).

Excellent crisp sanding advanced adhesion to the wooden surface, recoatability and high mechanical
resistance.



ADDITIONAL INFORMATION

Gloss level 0

Basecoat/Topcoat Basecoat

Indoor/Outdoor Indoor

Type of chemistry Acrylic 1K – WB

No of components 1K

Solvent / Water Based Water Borne

Colour Transparent

https://sylac.gr/gloss-level/0/
https://sylac.gr/basecoat-topcoat/basecoat/
https://sylac.gr/indoor-outdoor/indoor/
https://sylac.gr/type-of-chemistry/acrylic-1k-wb/
https://sylac.gr/no-of-components/1k/
https://sylac.gr/solvent-water-based/water-borne/
https://sylac.gr/colour/transparent/





